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Before	we	go	any	further,	we	want	to	say	thank	you.		
	
The	Lia	Table	 is	worked	out	by	dedicated	 team	of	engineers,	veterinarians	and	
designers.	Our	 team	wants	 to	 say	 thank	you	 for	 choosing	 the	LIA!	You’ve	 just	
invested	into	great	aesthetics	and	work	place	ergonomic.	The	Lia	table	is	made	of	
electro-polished	stainless	steel.		
	

	
	
Before	first	use	
	

- Check	that	the	package	is	not	damaged.	In	case	of	damage	make	instantly	
photos	 and	 add	 notes	 to	 the	 CMR	 before	 signing	 it.	 Later	 claims	 for	
transport	damages	are	not	accepted	by	transport	companies.	

- Make	 sure	 that	 all	 packages	 (bubble	 plastics	 and	 cartons)	 and	 other	
packing	items	are	removed	from	table	before	using	the	table.	

- Make	sure	that	all	moving	parts	are	properly	fixed	and	moving	without	any	
obstacles.		

	
Technical	Specifications	
	

• Height	 Adjustment	 Range:	 Gas-spring	 supported	 height	 adjustment	
between	725	–	1025	mm	

• Material:	High-quality	stainless	steel	for	durability	and	hygiene	
• Weight	Capacity:	Up	to	10	kg	
• Mobility:	360°	swivel	wheels	with	brakes	
• Extension	 Tray	 Dimensions:	 40	 cm	 semi-circular	 tray	 (Aluminium	 or	

Stainless	steel)	
• Weight:	Approx.	30	kg	



	

• Compatible	Systems:	iM3	veterinary	dental	tables	and	other	flat	surface	
tables	at	Lia	height	range.	

• Accessory:	Small	instrument	tray	
	
Dimensions	
	

	
	
Key	Features	
	

• Adjustable	 Height:	 Gas-spring	 supported	 mechanism	 allows	 smooth	
adjustment	for	ergonomic	working	height.	Fixed	with	handscrew.	

• Dental	 Tray:	 Removable	 semi-circular	 tray	 for	 dentistry	 procedures.	
Stainless	steel	wire	grid	on	top.		

• Durable	Design:	 Stainless	 steel	 surface	 for	 easy	 cleaning	and	 corrosion	
resistance.	

• 360°	 Swivel	 Wheels:	 Equipped	 with	 locking	 castors	 for	 mobility	 and	
stability.	

• Easy	Integration:	Compatible	with	most	of	the	tables	with	flat	surface	and	
straight	table	top	edge.		

• Compact	 and	 Modular:	 Space-efficient	 design	 suitable	 for	 small	
veterinary	clinics.	
	

	



	

	
Product	installation	
	
The	LIA	is	delivered	fully	assembled.	However	there	is	a	need	to	mount	the	dental	
tray	and	small	instrument	tray.		
	
Mobility	and	Locking	Wheels:	

1. Unlock	the	wheels	by	pressing	the	wheel’s	brake	lever	upward.	
2. Move	the	table	to	the	required	location.	
3. Engage	the	wheel	brakes	by	pressing	the	brake	lever	downward	to	secure	

the	table	in	place.	
4. Attach	the	dental	tray	and	instrument	tray	if	needed.	

	
Using	the	Small	Instrument	Tray	

• Adjust	the	height	of	the	tray	by	loosening	the	lock	knob		
• Secure	it	in	place	by	tightening	the	lock	knob.	
• The	tray	is	ideal	for	placing	tools	and	instruments,	but	not	more	than	5	kg.	

	

	
	
Photo:	Lia	table	in	front	of	the	standard	table	
	
Additional	Options	
	

	
Code	 Accessory	name		 									Accessory	photo	

TB0015	 There	is	a	smaller	sized	dental	tray	available	for	
smaller	cats	or	dogs.	Ask	iM3	representer	for	
more	info.	It	connects	in	a	same	way	as	the	
standard	dental	end.	 	



	

M1001	 iM3	Dental	Mat:	
Drains	liquids	and	chemicals	away.	Comfort	for	
the	animal.	Surface	to	place	instruments.	
Machine	washable.	Re-usable	50-100	times.	
Recyclable	 	

	
Service	and	Support	
	
The	 product	 is	made	 of	 durable	materials	 and	meant	 to	 be	 used	 in	 long-term.	
Moving	parts	have	plastic	plugs	which	can	be	easily	changed	in	case	of	wear.		
Product	needs	no	special	service	or	maintanance	except	cleaning.		
	
Warnings	
	
Be	sure	the	Dental	Table	is	located	on	a	level	surface	and	that	castors	would	be	
locked	wile	using	it.	
Make	sure	that	the	distance	between	Lia	dental	tray	and	table	would	not	be	too	
big.		
Stainless	steel	surfaces	should	be	dried	after	cleaning	with	a	water	to	prevent	iron	
deposit	build	up.		
	
Hereby	 we	 expressly	 disclaims	 and	 excludes	 any	 liability	 for	 incidental,	
consequential,	indirect	or	punitive	damages	or	financial	loss	to	people	or	property	
resulting	 from	 any	 breach	 of	warranty	 or	 from	 the	 improper	 operation	 of	 the	
Table.	
	
Maintaince,	Do’s	and	Dont’s	
	
For	the	long-term	usage	of	LIA	and	its	accessories	please	follow	the	maintaince	
instructions	below.	In	case	of	additional	questions	please	contact	the	iM3	official	
distributor.			
• Maximum	Load	Capacity:	Do	not	exceed	the	max	weight	limit.	
• Ensure	the	table	is	on	a	stable,	level	surface	during	use.	
• Always	lock	the	wheels	when	the	table	is	stationary.	
• Do	not	sit	or	climb	on	the	table	or	tray.	
• Never	use	the	Benzene,	chlorides	or	other	hazardous	liquids	or	substances	for	

cleaning	the	Table	or	its	accessories		
• For	dusting	use	vacum	cleaner	or	soft	cloth	
• Dont	damage	or	scratch	the	surface	of	the	product	
• Always	use	standard	cleaning	products	meant	for	medical	equipment	and/or	

stainless	steel	surfaces	cleaning.		
• Product’s	inner	constructions	doesnt	need	daily	maintaince	
• Never	use	sharp	items	or	scratching	to	clean	the	product,	let	the	cleaning	agent	

do	the	job.		
• Dont	condaminate	the	stainless	steel	surfaces	with	iron	dust	or	sparks,	it	will	

cause	surface	corrosion!		



	

• Dont	clean	the	product	with	same	cloth	that	was	used	on	cleaning	iron	dust	or	
other	iron	rich	surfaces,	it	will	cause	surface	corrosion.		

• Dont	clean	the	product	or	its	parts	in	washing	machine	or	steam	it.	
	
Warranty	
	
• Warranty	period	is	12	months		
• All	 warranty	 related	 repair	works	must	 be	 performed	 according	 to	 EQUA	 proved	

instructions.		
• Warranty	provisons	wount	apply	to	the	accessories	and	for	normal	wear	
• The	warranty	 is	not	valid	 for	damage	resulting	 from	negligence,	unreasonable	use,	

accident,	 exceeding	 weigh	 limits	 or	 altering	 the	 product	 without	 prior	 EQUA	
authorization.		

	
	

	 	 	 Manufactured	by	EQUA	
	
	
	
	


